
WIKA 910.13 Overpressure Protector: 
 

Model: 
910.13 Overpressure Protector 

 

Material Body: 
MS Copper alloy 

SS Stainless steel 

MO Monel 400 - 2.4360 - N04400 

HC Hastelloy C276 - 2.4819 - N10276 

 

Connection Process / Instrument: 
1B G 1/2 B male + G 1/2 LH-RH union 

2C G 1/4 B male + G 1/4 LH-RH union 

5E 1/2 NPT male + 1/2 NPT female 

6F 1/4 NPT male + 1/4 NPT female 

0A  M20 x 1,5 male + M20 x 1,5 LH-RH union 

 

Setting Range: 

1 0.4 to 2.5 bar 

2 2 to 6 bar 

3 5 to 25 bar 

4 20 to 60 bar 

5 50 to 250 bar 

6 240 to 400 bar 

 

Setting Value: 
1 Factory setting (middle of setting range) 

 

Special Design Feature: 
H For Oxygen, Oil And Grease Free 

N NACE Sour Gas Service 

 

Certificates/Approvals:  
M NACE Sour Gas Service and Inspection certificate 3.1 according to EN 10204, body 

material 

D DVGW approval 

 

 



Material Sealing: 
F FPM 

D NBR 

T FFPM 

 

Temperature Range of Medium: 
7 -10 to +80°C 

2 -10 to +60°C 

T -10...+200 °C 

4 -20...+60°C 

 

Overpressure Safety: 
4 400 bar  

6 600 bar 

1 1000 bar 

 

Accessory Definition: 
Z No Gauge Assembled 

 

 


